
Please read all information before you begin, some of the tips and techniques may 
save you a lot of time and frustration later on.  These help sheets should be used in 
conjunction with the manufactures instruction manual. 
 
Safety:  
 Some of the components in this kit may cause injury if not used sensibly.  When 

handling any of the metal components and during glazing please take care and 
wear gloves, goggles and ear protectors when you judge necessary. 

 
 

Preparation: 
 Bear in mind that constructing your greenhouse can take 

some time, you may need to leave it and come back to it.   
 The more space available in which to work the better, a 

large clean, clear garage floor is ideal or a flat lawn area.   
 Tidy your work space prior to assembly.  This will reduce 

the chances of loosing any of the smaller components.   
 It is a good idea to find a tub for all your nut and bolts etc... 
 
Organising your components: 
 On opening your main greenhouse box DO NOT UNWRAP 

any of the labelled bundles until they are required.   
 Assess each component in accordance with the parts list.   
 Separate like from like components.   
 
Tools advise: 
 You will save yourself a lot of time by purchasing a 10mm 

nut spinner (see picture), it is much quicker and easier to 
use than a 10mm spanner (also pictured).  You may have 
an attachment in a ratchet set that will suit this job. 

 Other tools that may be may be required are shown in the 
picture to the right. 

 It is also a good idea to purchase a tube/s of silicone.  This 
can be used throughout the greenhouse to stop any leaks. 
Help in this area is given on page 3 of these amendments.   

 
Using the manufacturers manual: 
 Read the information relevant to each stage of construction immediately before you begin. 
 Study each drawing carefully before you begin each stage of construction.   

PTO 

Additional help from 'The Greenhouse People'.   

Toughened and Horticultural Glass  
VERY IMPORTANT INFORMATION: 

 
OUR TOUGHENED GLASS SIZES ARE DIFFERENT FROM THOSE SPECIFIED IN THE MANUFACTURERS 

MANUAL.  OUR GLAZING PLAN CAN BE FOUND AT THE BACK OF THESE AMENDMENT SHEETS! 
 

Please take extra CARE handling toughened glass.  It is extremely vulnerable to BREAKAGE at the edges and in 
particular, the CORNERS.  When you are MOVING it, please take care not to brush the EDGES of the glass 
against concrete etc.. as it can SHATTER or BREAK very easily.  Likewise, it should ALWAYS be stacked on 
wooden bearers, or cardboard, or carpet, or anything to avoid direct contact with a hard floor. 

 
Once the glass is installed into the frame the whole structure becomes much more RIGID. 

The toughened glass in particular is very resilient to face on DAMAGE.   
 

If you are unsure about anything to do with glazing your greenhouse please ring us on 01782 388811. 

SUPREME WALL GARDEN 



Remember use these hints and tips alongside the manufacturers instruction booklet. 

Roughly layout your components 
for each of the gable ends in turn 

to avoid any mix-ups. 

If you have any queries please  
do not hesitate to call us on  

01782 388811. 
www.thegreenhousepeople.co.uk 

FITTING THE  
DOOR TRACK! 

IMPORTANT  
TO REMEMBER  
BE CAREFUL OF 
SHARP EDGES! 

6h These pictures shows 
how the door spacer and 
bolt are used to attach the 
vertical door track support 
to the curved gable.  The 
bolt must go in this way 
round so as not to inter-
fere with the side glazing.   
 
Ignore the picture 6h in 
the manual. 

DOOR SPACER ORIENTATION! 

EXTERNAL VIEW 

INTERNAL VIEW 
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H 

SILICONING!   

Glazing and Siliconing tips! 
 

How to use your 710 acrylic joining strips: 
 

Your supreme acrylic is covered both sides in a protective film 
which should be removed before glazing begins. 
 
When inserting the acrylic sheets using the transparent strips 
710 provided it is a good idea to run a bead of silicone (not 
supplied) down its length to limit any leaks.   
 
If you are finding it difficult to bed the strips down onto the glass 
check that two or more strips aren't stuck together.  You should 
only have one strip on the top and bottom of your acrylic pane.  
Notice how the panes overlap one another from the base up.  
This will encourage the rain to runoff and not seep in!  
  

The door is quite straight forward to assemble but it is essential that you 
get the components in the right position.  Take your time to layout the 
components looking at the different profiles of each bar.  The screws 
can be a bit stiff but will screw into place if they are inserted in line with 
the hole channel. 
 
Erectors tip: If you have an electric screwdriver then it can come in  handy here 
saving you some time.  However be careful which setting it is on, drill mode is too 
powerful and can snap off the screw heads.   

Inserting Door rubber:                     Erectors tip   
The door rubber 333 is designed to be a tight 
fit so that it doesn't come loose while the door 
moves.  The easiest way to get the rubber into 
the groove is to lie out the rubber along the 
vertical bar and using a flat screwdriver push 
the rubber into place inch by inch. 

fig 10 / 11 

A few pictures to help with vent assembly.  
The vent sections can be assembled in 
two ways depending on the thickness of 
your glass.  Rubber 411 shown in MM and 
NN in the manual can also be applied to 
the side bars of the vent to reduce the 
chances of the glass rattling.  Silicone can 
also be added  to avoid leaks.  

RUBBER 411 

DOOR  
 

ASSEMBLY: 

BUILDING YOUR VENT! 

LIMITING 
LEAKS! 

WIND DAMAGE  

PREVENTION! 

Siliconing: To help prevent your glass from being blown out during strong 
winds it is a good idea to apply some blobs of silicone (not supplied) 
around the glazing clips  and the corners of each pane.  This will greatly 
increase the rigidity of your greenhouse and help it resist more extreme 
conditions.  In strong winds it is a good idea to shut roof vents and doors 
to prevent them being buffeted and bent out of shape.           ERECTORS TIP 

Horticultural 
glass example 

shown! 



Glazing Plan for AGL/Halls Supreme Wall Garden  
glazed with large pane TOUGHENED glass. 

Sheet Size (mm) Qty  

A 610x895 1 

B 610x1105 4 

C 610x356 1 

D 610x620 curved 2 

E  600x545 1 

G 610x217x19 1 

H 610x466 plastic 2 

J 610x610 2 

K 610x300 1 

If you live in a windy spot, you can take extra precautions against wind damage by putting a blob of silicone (not  
supplied) on your W glazing clips, effectively gluing  them to the glass and frame. 

Pictured above 2’ long black plastic Muntins. 
Use these strips where indicated on the  

diagrams to join together panes of glass.   
The Muntins are indicated with a *. 

P V C Black  
Muntin strip 610mm 
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SILICONING!   


